
Sapphire V2
Technical specifications

Sapphire V2 hardware utilizes Android 
technology, so your employees easily 
operate the 7” colour touchscreen.  
WiFi and 4G are available 
communications options. Choose what 
suits you. Thanks to the corresponding 
connectors, installation is a breeze.
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Plug and play. 
It’s that simple.
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For all material handling fleets,  
regardless of the make or model

Specifications

Display Features

Hardware features Accessories

Contact us on sales@gemone.com for more 
information or a demonstration of the full GEM One 
Sapphire solution. 
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Working voltage

Wireless Interfaces 

Certifications

Capacitive Touch Color LCD

Display Backlight 

Touch Screen CP

Light Sensor 

Internal Microphone 

Customized Screen Options 

Multi Language Options

12-80VDC

Cell 3.5G and 4G LTE, WiFi, GPS and Bluetooth 

FCC/IC USA and Canada, CE European, Pb Free, 

RoHS, MIL Standard, ISO7637, J1455 and IP65

7” Color TFT LCD, WVGA

Multi-level backlight (white LEDs) 

Capacitive touch panel 

Configurable for device backlight adjustment 

High sensitivity, noise filtered and multi-level volume control 

Feature your company logo, pictures, diagrams, etc. 

English, Spanish, French and Polish

Adjustable RAM® Mounts kit included

Shock & vibration resistant

Operating temperature of -4°F to 158°F

Chemical resistant to gasoline, diesel fuel, salt 
water, washer solvent, anti-freeze,
soap detergents, engine oil and alcohol

Connectors for quick installation

Strobes and buzzers

Hydraulic scales

Battery monitoring system

Cameras
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For all material handling fleets,
regardless of the make or model

Contact us on info@gemone.com for more  

information or a demonstration of the full  

GemOne Sapphire solution.
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